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SPECIFICATIONS

DESCRIPTION STANDARD SPECIAL
BODY CAST IRON SS 316, DUCTILE IRON
DISC STAINLESS STEEL 304 SS 316, ALUBRONZE, DI/NI
STEM STAINLESS STEEL 416 SS 316
SPRING STAINLESS STEEL 416 SS 316
SEAT EPDM BUNA-N, NEOPRENE

All dimensions in inches

Size A B C FF WEIGHT

inch Lb Kgs
2 4.00 2.63 1.87 1.69 3.30 1.50
2.5 4.75 3.13 2.31 1.81 5.28 2.40
3 5.25 3.63 2.75 2.50 7.92 3.60
4 6.75 4.63 3.44 2.50 12.54 5.70
5 7.56 5.69 4.44 2.75 16.06 7.30
6 8.58 6.75 5.56 3.00 19.80 9.00
8 10.63 8.75 7.56 3.50 37.40 17.00
10 12.91 10.87 9.06 4.50 57.20 26.00
12 15.39 12.87 10.81 4.50 92.40 42.00

Larger sizes available

* Heavy duty construction
* Compact wafer body

* 8” and larger c/w eye bolt

¢ For horizontal and vertical flows
¢ Full contact seals

WACV-TD-1004-1

STYLE : WAFER TYPE TWIN DOOR
CHECK VALVE, CLASS 150 (200 WOG)

Model : HS-WACV-TD




