
General Dimensions
QC NEMA-IEC



Well- suited for multi-purpose use the external balanced seal type "D" , is designed to give long service 
life. Typical application include dairy products, cream style corn, tomatoes, beverages, etc. 
Also applicable for acid cleanning solutions & detergents.

11//44 11775500 5566C 1144,,448888 33,,550000 22,,443388 33,,000000 55,,557788 00,,334444 77,,000000 2200

33//44 33550000 5566C 1144,,448888 33,,550000 22,,443388 33,,000000 55,,557788 00,,334444 77,,000000 2200

11 33550000 5566C 1144,,448888 33,,550000 22,,443388 33,,000000 55,,557788 00,,334444 77,,000000 4411

11--11//22 33550000 5566C 1144,,448888 33,,550000 22,,443388 33,,000000 55,,557788 00,,334444 77,,000000 4422

11--11//22 33550000 114433TTC 1177,,005500 33,,550000 22,,775500 44,,000000 55,,557788 00,,334444 77,,000000 4444

Model QC  100 1-1/2 x 1

Discharge
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  4 ΦH

1 29/64

3 1/2

3.500
Adjustable leg

E E

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.

QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.

QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBSRPM NEMAHP C D E 2F G H K



44
44

90

93
97
130
130
160
146
165
216

CQ  ledoM  114 2 x 1 1/2

Discharge

Suction

3.500
Adjustable leg
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C
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4   H
1 5/8

2 5/8

3 5/8

E E

D

K

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.

QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.

QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

1/4 1750 56C 16,688 3,500 2,438 7,781 0,344 7,125
1/2 1750 56C
1/2 1750 56C
3/4 3500 56C

1 3500 56C 3,000
1-1/2 3500 56C 3,000
1-1/2 3500 143TC 19,250 2,750 4,000

2 3500 56C 16,688 2,438 3,000

2 3500 145TC 19,250
3 3500 145TC 19,250
5 3500 184TC 22,250 4,500 3,750 5,500 8,094 0,406 8,125
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16,688
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3,500
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3,500
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3,500

2,438
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2,750
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3,000

3,000
3,000
3,000 7,781

7,781
7,781
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7,781
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0,344
0,344

0,344

0,344
0,344
0,344
0,344

0,344
0,344

7,125

7,125
7,125

7,125
7,125
7,125
7,125

7,125
7,125

RPM NEMAHP C D E 2F G H K

Motor Tefc Dimensions in inches (for reference only) Approx

Partes en contacto directo con el fluido - T-316

Weight LBS

Stainless Steel Construction

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless



49
53
58
62

72
75
104
83
106
124
128
161
201
308

Model  QC 216 2 x 1-1/2 

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.

QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.

QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

+52 (442) 218 4570 / 218 7400
+52 (442) 218 4577

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

For technical assistance & quotes please 
contact us:

Phone Number: 
Fax Phone: 

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Stainless Steel Construction

1/2 1750 56C 16,938 3,500 2,438 3,000 8,000 0,344 8,000
3/4
1

1-1/2
1-1/2 145TC 19,500 2,750 5,000

2 5,000
3 182TC 22,750 4,500 3,750 4,500 8,625 0,406 9,000
3 2,750 5,000
5 3500 184TC 24,125 5,000

7-1/2 184TC 5,000
7-1/2 213TC 25,000 5,250 4,250 5,000 9,750 9,750
10 215TC 26,750 7,000 9,750
15 215TC 26,750 7,000 9,750
20 256TC 30,000 6,250 5,000 10,000 10,031 0,531 10,750
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1750
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1750
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16,938

19,500

19,500

24,125

3,500
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8,000
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RPM NEMAHP C D E 2F G H K

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBS
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Adjustable leg
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Wet Parts - T-316 Stainless



Model  QC 216 2-1/2 x 1-1/2 

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBS

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction

C
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G
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E E

Adjustable leg
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D
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3 11/16

4 1/2

1 15/16

RPM NEMAHP C D E 2F G H K

1/2 1750 56C 16,938 3,500 2,438 3,000 8,000 0,344 8,000 49
3/4 1750 53
1 1750 58

1-1/2 1750 62
1-1/2 1750 145TC 19,500 2,750 5,000 72

2 1750 75
3 182TC 22,750 4,500 3,750 4,500 8,625 0,406 9,000 104
3 8,000 83
5 184TC 24,125 4,500 5,500 9,000 106

7-1/2 24,125 4,500 9,000 124
7-1/2 213TC 25,000 5,250 4,250 9,750 9,750 128
10 215TC 26,750 7,000 161
15 215TC 7,000 201
20 3500 256TC 30,000 6,250 5,000 10,031 0,531 10,750 308

3500
3500

3500
3500
3500
3500
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184TC
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3,500
3,500
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2,750
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3,000
3,000
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9,750
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0,344
0,344
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0,406
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0,406

9,750
9,750

8,000
8,000
8,000
8,000
8,000

8,000



Model  QC 218 2 x 1-1/2 

1-1/2 1750 145TC 19,375 3,500 3,750 5,000 8,250 0,344 40
2 3,500 2,750 5,000 8,250 0,344 41
3 182TC 22,500 4,500 4,500 8,875 55
5 184TC 23,875 5,500 8,875 58

7-1/2 213TC 24,375 5,250 9,250 83
5 3500 184TC 23,875 8,875 56

7-1/2 184TC 23,875 8,875 64
7-1/2 213TC 24,375 4,250 66
10 215TC 7,000 81
15 215TC 26,125 7,000 9,250 99
20 256TC 30,375 6,250 5,000 10,000 10,125 148
25 284TSC 7,000 5,500 9,500 10,750 190
30 286TSC 34,313 7,000 5,500 11,000 10,750 200

1750
1750

1750
1750

3500

3500

3500
3500
3500

3500
3500

145TC 19,375

26,125

34,313

4,500

4,500
4,500

5,250
5,250
5,250

3,750
3,750

3,750
3,750

4,250
4,250

4,250

5,500
5,500
5,500
5,500

9,250
9,250

0,406

0,531

0,531
0,531

0,406
0,406
0,406
0,406
0,406

0,406
0,406

9,000
9,000

10,000

12,500

11,750
12,500

10,000
10,750
10,000
10,000
10,750

10,750
10,750
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E E

Adjustable leg
3.500

4   

D

K

4 3/4

5 1/2

1 15/16

H

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBSRPM NEMAHP C D E 2F G H K



1-1/2 1750 145TC 19,375 3,500 3,750 5,000 8,250 0,344 9,000 88
2 145TC 19,375 3,500 2,750 5,000 8,250 0,344 9,000 91
3 182TC 22,500 4,500 3,750 4,500 8,875 0,406 10,000 121

5 184TC 23,875 4,500 3,750 5,500 8,875 0,406 10,000 128
7-1/2 213TC 24,375 5,250 4,250 9,250 0,406 10,750 182

5 3500 184TC 23,875 4,500 3,750 0,406 10,000 123
7-1/2 184TC 23,875 4,500 3,750 0,406 10,000 141
7-1/2 213TC 24,375 5,250 4,250 9,250 0,406 10,750 145
10 215TC 26,125 5,250 4,250 7,000 9,250 0,406 10,750 78
15 215TC 26,125 5,250 4,250 7,000 9,250 0,406 10,750 218
20 256TC 30,375 6,250 5,000 10,000 10,125 0,531 11,750 326
25 284TSC 34,313 7,000 5,500 9,500 10,750 0,531 12,500 418
30 286TSC 34,313 7,000 5,500 11,000 10,750 0,531 12,500 440

1750
1750

1750
1750

3500
3500

3500

3500
3500
3500
3500 5,500

5,500
5,500
5,500 8,875

8,875

Model  QC 218 3 x 1-1/2 

C

2F

G
Descarga

Succión

E E

Adjustable Leg
3.500

 H4  

D

K

4 3/4

5 1/2

1 15/16

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBSRPM NEMAHP C D E 2F G H K

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction



Model  QC 114 1-1/2 x 1-1/2 
C

2F

G

Discharge

Suction

E E

Adjustable leg
3.500

44   
1 5/8

2 5/8

3 5/8

D

K

1/4 1750 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125
1/2 1750 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125
1/2 1750 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125

3/4 3500 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125

1 3500 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125
1-1/2 3500 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125
1-1/2 143TC 19,250 3,500 2,750 4,000 7,781 0,344 7,125
2 56C 16,688 3,500 2,438 3,000 7,781 0,344 7,125

2 145TC 19,250 3,500 2,750 5,000 7,781 0,344 7,125
3 145TC 19,250 3,500 2,750 5,000 7,781 0,344 7,125
5 184TC 22,250 3,500 2,750 5,000 8,094 0,406 8,125

3500
3500

3500
3500
3500

20
41

42

44
59
59
73

66
75
98

20
RPM NEMAHP C D E 2F G H K

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBS

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction



2 1750 145TC 19,500 3,500 2,750 5,000 8,875 0,344 9,000
3 1750 182TC 2,625 4,500 3,750 4,500 9,500 0,466 10,000
5 1750 184TC 24,000 4,500 3,750 5,500 9,500 0,406 110,000

7-1/2 1750 213TC 24,500 5,250 4,250 5,500 9,875 0,406 10,750

10 1750 215TC 26,2500 5,250 4,250 7,000 9,875 0,406 10,750
5 3500 184TC 24,000 4,500 3,750 5,500 9,500 0,406 10,000

7-1/2 3500 184TC 24,000 4,500 3,750 5,500 9,500 0,406 10,000
7-1/2 3500 213TC 24,500 5,250 4,250 5,500 9,875 0,406 10,750
10 3500 215TC 26,250 5,250 4,250 7,000 9,875 0,406 10,750
15 3500 215TC 26,250 5,250 4,250 7,000 9,875 0,406 10,750
20 3500 256TC 28,375 6,250 5,000 10,000 10,7500 0,531 11,750
25 3500 284TSC 31,125 7,000 5,500 9,500 11,375 0,531 12,500
30 3500 286TSC 34,500 7,000 5,500 11,000 11,375 0,531 12,500
40 3500 324TSC 34,375 8,000 6,250 10,500 11,875 0,656 13,500
50 3500 326TSC 36,000 8,000 6,250 12,000 11,875 0,656 13,500

97
124
131
183
193
126
144
146
179
219
328
420
442
549
651

Model  QC 318 3 x 2 
C

2F

G
Discharge

Suction

E E

Adjustable Leg
3.500

4   H

D

K

2 1/4

4 3/4

5 1/2

Tefc Motor  Dimensions in inches (for reference only)

RPM NEMAHP C D E 2F G H K

Approx
Weight LBS

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction



230
240
358
381
514
525
375
474
496
617
726
867
893

C

2F

G
Discharge

Suction

E E

Adjustable Leg
3.500

H4  

D

K

3 17/64

6

7

Model  QC 4410 4 x 4

RPM NEMAHP C D E 2F G H K

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBS

7-1/2 1750 213TC 28,250 5,250 4,250 5,500 13,000 0,406 12,250
10 1750 215TC 30,000 5,250 4,250 7,000 13,000 0,406 12,250
15 1750 254TC 30,625 6,250 5,000 8,250 13,125 0,531 13,250
20 1750 256TC 32,750 6,250 5,000 10,000 13,125 0,531 13,250
25 1750 284TC 36,438 7,000 5,500 9,500 13,750 0,531 14,000
30 1750 286TC 36,438 7,000 5,500 11,000 13,750 0,531 14,000
20 3500 256TC 32,750 6,250 5,000 10,000 13,125 0,531 13,250
25 3500 284TSC 36,438 7,000 5,500 9,500 13,750 0,531 14,000
30 3500 286TSC 36,438 7,000 5,500 11,000 13,750 0,531 14,000
40 3500 324TSC 38,188 8,000 6,250 10,500 15,375 0,656 15,000
50 3500 326TSC 38,188 8,000 6,250 12,000 15,375 0,656 15,000
60 3500 364TSC 40,438 9,000 7,000 11,250 15,375 0,656 116,000
75 3500 365TSC 40,438 9,000 7,000 12,250 15,375 0,656 116,000

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction



7-1/2 1750 213TC 00,625 5,250 4,250 5,500 15,375 0,406 12,250
10 1750 215TC 32,375 5,250 4,250 7,000 15,375 0,406 12,250
15 1750 254TC 33,000 6,250 5,000 8,250 15,500 0,531 13,250
20 1750 256TC 35,125 6,250 5,000 10,000 15,500 0,531 13,250
25 1750 284TC 38,813 7,000 5,500 9,500 16,125 0,531 14,000
30 1750 286TC 38,813 7,000 5,500 11,000 16,125 0,531 14,000
20 3500 256TC 35,125 6,250 5,000 10,000 15,500 0,531 13,250
25 3500 284TSC 38,813 7,000 5,500 9,500 16,125 0,531 14,000
30 3500 286TSC 38  7,000 5,500 11,000 16,125 0,531 14,000
40 3500 324TSC 40,563 8,000 6,250 10,500 17,750 0,656 15,000
50 3500 326TSC 40,563 8,000 6,250 12,000 17,750 0,656 15,000
60 3500 364TSC 42,813 9,000 7,000 11,250 17,750 0,656 16,000
75 3500 365TSC 42,813 9,000 7,000 12,250 17,750 0,656 16,000

230
240
358
381
514
525
375
474
496
617
726
867
893

Model  QC 4410 6 x 4

C

2F

G

Discharge Suction

E E

Adjustable Leg
3.500

H4   

D

K

5 5/8

6

71

13/16

RPM NEMAHP C D E 2F G H K

Tefc Motor Dimensions in inches (for reference only) Approx
Weight LBS

QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com

Wet Parts - T-316 Stainless

Casing- T-316L Stainless

Non Wet Parts - T-304 Stainless

Stainless Steel Construction



2 1750 145TC 19,500 3,500 2,750 5,000 8,875 0,344 9,000
3 1750 182TC 22,625 4,500 3,750 4,500 9,500 0,406 10,000
5 1750 184TC 24,000 4,500 3,750 5,500 9,500 0,406 10,000

7-1/2 1750 213TC 24,500 5,250 4,250 5,500 9,875 0,406 10,750
10 1750 215TC 26,250 5,250 4,250 7,000 9,875 0,406 10,750
5 3500 184TC 24,000 4,500 3,750 5,500 9,500 0,406 10,000

7-1/2 3500 184TC 24,000 4,500 3,750 5,500 9,500 0,406 10,000
7-1/2 3500 213TC 24,500 5,250 4,250 5,500 9,875 0,406 10,750
10 3500 215TC 26,2500 5,250 4,250 7,000 9,875 0,406 10,750
15 3500 215TC 26,250 5,250 4,250 7,000 9,875 0,406 10,750
20 3500 256TC 28,,375 6,250 5,000 10,000 10,750 0,531 11,750
25 3500 284TSC 31,125 7,000 5,500 9,500 11,375 0,531 12,500
30 3500 286TSC 34,500 7,000 5,500 11,000 11,375 0,531 12,500
40 3500 324TSC 34,375 8,000 6,250 10,500 11,875 0,656 13,500
50 3500 326TSC 36,000 8,000 6,250 12,000 11,875 0,656 13,500
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QC/QC+/IC+ Series pumps have standard stainless steel adapters & 
type "D", "DG" & "E" seals available.
QC/QC+ Series pumps are in conformance with 3A sanitary standards 
for centrifugal & positive rotary pumps for milk & milk products, No. 
02-10.
QC/QC+`Series pumps have a standard 32Ra (150 GRIT) finish (polished), 
on all product contact surfaces, although if specified, it can be 
electropolished or glass beaded.

For technical assistance & quotes please 
contact us:

Acceso A #103, Fracc. Industrial Jurica 76130 
Santiago de Querétaro, Qro., México

Phone Number: +52 (442) 218 4570 / 218 7400
Fax Phone: +52 (442) 218 4577

www.qpumps.com
sales@qpumps.com

administration@qpumps.com
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	General dimensions QC NEMA-IEC
	QC-100-1.5x1.0_ENG
	QC-114-2.0x1.5_ENG
	QC-216-2.0x1.5_ENG
	QC-216-2.5x1.5_ENG
	QC-218-2.0x1.5_ENG
	QC-218-3.0x1.5_ENG
	QC-114-1.5x1.5_ENG
	QC-328-3.0x2.0_ENG
	QC-4410-4.0x4.0_ENG
	QC-4410-6.0x4.0_ENG
	QC-328-4.0x2.0_ENG



